
Ta
45°

IP
67

24 V
115 V
230 V

Xenon Stobe

Ta
-30°

28

application
in different colours for all general warn-
ing purposes e.g. “Huge vessel Light” or 
“dangerous cargo Light”

flash rates
60, 120, 180 flashes per min

housing
Special plastic

housing colour
Mat black

electric
cable entry from side, M20

lamp
(included) Xenon strobe tube

mounting
With 2 screws Ø8 mm (not included)

• High intensity flashing light

3334
high intensity flash light

Product Part-no. 
24V

Part-no. 
115V

Part-no. 
230V

Weight
kg

base
Code

3334 60 flash/min WhiTe 3334023000 3334024000 3334025000 1.6 Xenon

3334 60 flash/min green 3334123000 3334124000 3334125000 1.6 Xenon

3334 60 flash/min reD 3334223000 3334224000 3334225000 1.6 Xenon

3334 60 flash/min YelloW 3334423000 3334424000 3334425000 1.6 Xenon

3334 60 flash/min blUe 3334523000 3334524000 3334525000 1.6 Xenon

3334 120 flash/min WhiTe 3334013000 3334014000 3334015000 1.6 Xenon

3334 120 flash/min green 3334113000 3334114000 3334115000 1.6 Xenon

3334 120 flash/min reD (DangeroUs Cargo) 3334213000 3334214000 3334215000 1.6 Xenon

3334 120 flash/min YelloW 3334413000 3334414000 3334415000 1.6 Xenon

3334 120 flash/min blUe 3334513000 3334514000 3334515000 1.6 Xenon

3334 180 flash/min WhiTe 3334033000 3334034000 3334035000 1.6 Xenon

3334 180 flash/min green (huge vessel) 3334133000 3334134000 3334135000 1.6 Xenon

3334 180 flash/min reD 3334233000 3334234000 3334235000 1.6 Xenon

3334 180 flash/min YelloW 3334433000 3334434000 3334435000 1.6 Xenon

3334 180 flash/min blUe 3334533000 3334534000 3334535000 1.6 Xenon

More variants are available on request. complete assortment on www.glamox.com/gmo




